
 

Technical Data 

 
The information in this publication is based on our experience and reports from customers.  

There are many factors outside our control or knowledge which affect the use and performance  
of our products, for which reason it is given without responsibility. 

 
 

 
LAYOUT INK FLUID BLUE 

 
Layout Ink Fluid Blue is a specialised paint designed for the marking out of metal surfaces in Toolrooms, 
Machine shops etc. The thin, dry film enables clear, sharply defined lines to be scribed on most surfaces 

without flaking. 
 

Layout Ink Fluid Blue is designed for use on bright or machined metal surfaces. 
 

 

 

 

Features 

• Allows clear, sharp definitions. 
• Will not chip or flak. 
• Resists wash off, ie. Water mix cutting fluids. 
• Easy to apply and remove. 
 

 

 

 

 

 

 
 
 
 
 
 
 

 
 

Directions for Use 

1. Layout Ink Fluid Blue should be agitated 
thoroughly before use. 

 
2. Apply by soft brush, or lint free cloth, and allow 

film to dry for a minimum of 5 minutes before 
use.  

 
3. Layout Ink Fluid Blue can be easily removed with 

the use of a suitable solvent – ROCOL® 
Flawfinder Cleaner Spray. 
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LAYOUT INK FLUID BLUE 

 
 
 

 
 

Appearance Dark blue 
Solvent Acetone and Isopropyl alcohol 
Flash Point <0°C 
  
Storage Store undercover between 0°C and 30°C 
  
Pack Sizes – Part Codes 1 litre - 57034 

 

 

 

 

Date:  Jul-09 

      

 

 

  


