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Neodymium

*Magnetic axis

Neodymium Shallow Pots 
with Eyelet

•  Zinc plated body
•  Maximum operating temperature of 80°c

Product 
Number

Diameter
mm

Thickness
mm

Overall 
Height

mm

Thread
mm

Weight
 g

Pull 
Force

 kg

Units / 
Pack

E1041/NEO 16 4.5 27.5 M4 9.9 8.0 20

E1042/NEO 20 6 29 M4 13 13.5 10

E1043/NEO 25 7 49 M6 29.1 18.0 10

E1044/NEO 32 7 49 M6 52 30.0 10
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Eclipse Magnetics  Work Smart with Magnets

•  Aluminimum pot with mild steel pole pieces

Product 
Number

Diameter
mm

Height
mm

Thread 
Size
mm

Weight
 g

Pull 
Force

 kg

Units / 
Pack

NH025 12.7 12 M5 10 2.5 10

NH065 16 16 M6 18 8.0 10
NH130 22.2 20 M6 40 16.0 5

NH240 25.4 25 M6 70 25.0 5

Neodymium Bi-Pole Deep Pots 
with Threaded Hole

Neodymium Shallow Pots 
with Hook
•  Zinc plated body
•  Maximum operating temperature of 80°c
•  Can be used in point of sale

Product 
Number

Diameter
mm

Thickness
mm

Overall Height 
Inc. Hook

mm

Thread
mm

Weight
 g

Pull 
Force

kg

Units / 
Pack

E1030/NEO 10 4.5 15 M3 4.5 2.5 20
E1031/NEO 13 4.5 15 M3 7.5 6.0 20
E1032/NEO 16 4.5 20.5 M4 13.2 9.5 20
E1033/NEO 20 6 22 M4 16.5 14.0 10
E1034/NEO 25 7 23 M4 34 20.0 10
E1035/NEO 32 7 30 M5 48 35.0 5




